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Who We Are

ECO CHILLER is a leading company specialized in the manufacture
of refrigeration and air conditioning equipment’s, Which was founded in 2014.

ECO CHILLER offers all the appropriate solution and innovates new solutions
with the aim of saving energy.

ECO CHILLER provides refrigeration equipment’s from 1ton to 340 tons of
refrigeration using scroll, reciprocating and screw compressors.

ECO CHILLER uses the latest technology to provide all the necessary protection
for the equipment’s and the entire system.

ECO CHILLER produces condensing units ranging from 3 tons to 50 tons
of refrigeration using scroll compressors that work with high efficiency
even in bad climatic condition.

ECO CHILLER produces air handling units from 2025 CFM to 20250 CFM with
external static pressure up to 4 inwg, all types of filter can be used such
ﬁ?salurgmizm filters from G2 to G4, BAG filter from F7 to F8, HEPA filters

and H14.

Contact Us

Sales@eco-chillercom technical@eco-chillercom

Sales .: 01050984822 CustomerService .. 01050984820
01050986823 01050986821
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SCREW1 BEC::

CHILLER
MODEL EACC190WI1P | EACC260W1P [ EACC335WIP | EACC380W2P|EACC450W2P|EACC520W2P EACCS?SWZP
POWER SUPPLY 380/3/50HZ
CASING STEAL WITH ELCTROSTATIC BOWDER
COMPRESSOR SEMI HERMETIC SCREW COMPRESSOR
N.O. 1 1 1 2 2 2 2
CIRCUIT 1 1 1 2 2 2 2
CAPACITY(TON) 54 74 95 108 128 148 170
CAPACITY(KW) 190 260 334 380 450 521 598
OIL QUANITY(L) 7 10 14 /1 10/7 10/10 14/10
RLA(A) 95 122 148 95/95 122/95 122/122 148/122
LRA(AY/YY 351/580 568/965 354/1155 g:};:gg i?f/;é’[? :gzgzg 355846{/‘;522
CONDENSER AWUMINIUM FINS COPPER TUBES
N.O. 4 6 8 8 10 12 14
N.0. OF ROW 3 3 3 3 3 3 3
NO.OF.FINS 12-14 12-14 12-14 12-14 12-14 12-14 12-14
FACE AREA(M2) 7.04 10.56 14.08 14.08 17.6 2112 24.64
FANS PROPELLER DIRECT DRIVE
N.O. 4 6 8 8 10 12 14
DIAMETER (mm) 630 630 630 630 630 630 630
AIR ELOW RATE (CFM) 38000 57000 71250 76000 96000 111000 127500
EVAPORATOR SHELL AND TUBE
FLOW RATE(GPM) 130 178 228 259 307 355 408
MINUM FLOW RATE 102 139 179 203 241 278 320
REFRIGENT CIRCUIT 1 1 1 2 2 2 2
QEFRIGENT CHARGE (KG) 32 44 57 65 77 89 102 Y,
( Capacity Rating are based on: 113° F CONDENSING TEMPERATURE W
53.6/44.6 °F ENTERING/LEAVING TEMPERATURE
K ECO CHILLER HAS THE RIGHT TO CHANGE THE SPECIFICATION WITHOUT PRIOR NOTICE )
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ECS SCREW 2

CHILLER
MODEL EACC668W2P | EACC745W2P | EACC822W2P | EACC858W2P | EACC932W2P | EACC1009W2P EACC1195WZD
POWER SUPPLY 380/3/50HZ
CASING STEAL WITH ELCTROSTATIC BOWDER
COMPRESSOR SEMI HERMETIC SCREW COMPRESSOR
N.O. 2 2 2 2 2 2 2
CIRCUIT 2 2 2 2 2 2 2
CAPACITY(TON) 190 212 234 244 265 287 340
CAPACITY(KW) 668 746 823 858 932 1009 1196
OIL QUANITY(L) 14/14 16/14 16/16 20/10 20/14 20/16 20/20
RLA(A) 148/148 184/148 184/184 266/123 266/148 266/184 266/266
LRAA)Y/YY 354/1155 453/1333 453/1333 595/1802 595/1802 453/1333 595/1802
354/1155 354/1155 453/1333 586/965 354/1155 595/1802 595/1802
CONDENSER AWUMINIUM FINS COPPER TUBES
N.O. 16 16 16 16 18 20 24
N.0. OF ROW 3 3 3 3 3 3 3
NO.OF.FINS 12-14 12-14 12-14 12-14 12-14 12-14 12-14
FACE AREA(M2) 28.16 28.16 38.4 38.4 43.2 48 57.6
FANS PROPELLER DIRECT DRIVE
N.O. 16 16 16 16 18 20 24
DIAMETER (mm) 630 630 630 630 630 630 630
AIR FLOW RATE (CFM) 142500 152000 152000 152000 171000 190000 228000
EVAPORATOR SHELL AND TUBE
FLOW RATE(GPM) 456 509 562 586 636 689 816
MINUM FLOW RATE 357 399 440 459 498 540 639
REFRIGENT CIRCUIT 2 2 2 2 2 2 2
QEFRlGENT CHARGE (KG) N4 128 141 147 159 172 204 )
( Capacity Rating are based on: 113° F CONDENSING TEMPERATURE W
53.6/44.6 °F ENTERING/LEAVING TEMPERATURE
k ECO CHILLER HAS THE RIGHT TO CHANGE THE SPECIFICATION WITHOUT PRIOR NOTICE J
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